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Power suppliers’ decision-making model for interruptible load with

early notification option

AN Xiaoxiao1, ZHANG ××1, WANG ×2, LI ××2
（1.School of Electrical Engineering, Hohai University，Nanjing 210098, China; 2.Department of Planning and Development, 

Jiangyin Power Supply Company, State Grid Jiangsu Electric Power Co.,Ltd., Jiangyin 214400, China）  
Abstract：An optimal decision-making model for the ILM with an early notification option is introduced and its analytical solution is presented using stochastic optimization theory. ......
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……，可改善电力市场的需求响应（demand response）程度[1-2]，这对于……是至关重要的[3-4]。

……。
笔者主要研究供电公司对于可中断负荷数量的决策方法。……

1  没有提前通知选择的可中断负荷决策模型
1.1  模型假设 

假设供电公司采用……模型[5-8]：①用户为将来某时段
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（1 h）的电力需求D；②供电公司……。

1.2  供电公司对于可中断负荷数量Q的决策
在假设条件下，……可表示为
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式中  p1为……负荷数量；p2……。
……
由供电公司期望利润最大化的一阶最优条件[9-11]，……，最优选择为
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2  具有提前通知选择的可中断负荷决策模型
2.1  模型假设
……。
2.2  供电公司对于可中断负荷数量Q的决策
在假设条件下，供电公司的收益π可表示为
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式中  
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、
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q

分别为……负荷数量；
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表示供电公司在批发市场上的购电量。
……。

3  算例分析

假设供电公司预测未来某时段
[image: image8.wmf]0

T

（1 h）的电力需求D服从均值为1 000 MW[12-14]，……。

首先采用具有提前通知选择的可中断负荷管理模型[15]，如图1所示，……。
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图2  电价曲线
Figure 2  Electricity curve
......，如表1所示，可以看出，供电公司采用可中断负荷管理，……。

表1  3种情况的结果比较
Table 1  Comparison of the three cases 
	情况
	最优可中断负荷数量/MW
	供电公司期望利润/元
	利润增加百分比/%

	1
	0
	20 000.0
	-----

	2
	474.1
	20 113.3
	0.57

	3
	429.2
	21 622.6
	8.11


……。
4  结语
……。
算例分析表明：

1）供电公司采用可中断负荷管理，……；

2）用户的临时中断损失与提前通知中断损失

相差越大；

……。
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